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REPORT: 
 
TRIAL PIT TEST FOR LAND PARCEL NO. 1 AT MOONBEAM WALK 
 
 
 
Client   : Singapore Land Authority 
Location : Moonbeam Walk 
Land Parcel : 01 
Prepared by : Millenniums Consultants (PE) 
 
 
 
 
1 INTRODUCTION 
 

Trial pit excavation was carried out for Land Parcel No. 1 at Moonbeam 
Walk for the purpose of visual inspection for soil condition and 
possibility of illegal dumping.  
 
A total of 1 trial pit was excavated for approx. 584.70 m† of land at 
locations shown in the Trial Pits Location Plan (as attached). Prior to 
the excavation, cable detection has been carried out to confirm location 
of the services as this is a built up area. 
 
The work was carried out according to the instructions given by 
Singapore Land Authority. 



Hock Lian Building Co Pte Ltd 
Millenniums Consultants 

2 

 
2 SCOPE OF WORK 
 

2.1 The purposes of this Report were: 
 

a. To explore the sub-surface conditions of the Proposed 
Development area and to provide general soil data 
relating to the Project. 

 
b. To determine the existence of any illegal dumping found 

on site. 
 

c. To observe the water table level. 
 

 
2.2 Description of Trial Pit Excavation 

 
The sequence of works was as follows: 
 
• Site Clearance carried out by excavator. 
 
• Trial Pit locations were determined by pegging on site. 
 
• The trial pits in the size of 1.5m x 1.5m x 3m depth were 

excavated using hydraulic excavator Kobelco 03 series 
SK60 and Mini excavator. 

  
• Timber barriers with red and white safety tape were 

putted up around the pits for safety reason. 
 
• Photographs and visual inspections were carried out by 

PE. 
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3 TRIAL PIT LOCATION PLAN 
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4 CABLE DETECTION REPORT 
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